




      

     

     
 

     

     

Pass the threaded stud through the sink top from above and place the spray seat in 
position on the sink. (Figure 1)

Slide the flat washer and fixing nut up the flexible hoses, and then screw the nut all the way 
up making sure the pull out hand spray is in the correct position. (Figure 3)
(Note:The thickness of sink＞35mm no need to use the mounting seat.)
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Connect the pressure reducing valve (STER0241) to the inlet.(Figure 5） 

Having first checked all new connections, turn on the mains stop cock, close all hand spray
and as the system starts to refill check for leaks.
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Figure 6

Connect the pull out hand spray and hose, and then pass the hose through the 
spray seat. (Figure 2)

Attach the counterweight clamp (STER0080) tightly to the pull out flexible hose (STER0240). 
Make sure the distance from the counterweight clamp (STER0080) to the top of a sink 
is 650-670mm. Clamp the counterweight (STER0024) into the counterweight clamp and place 
it at the lowest point to maximize its pulling effect. Make sure that the hose is not resting on or 
catching anything in the cabinet. (Figure 4)
(Note:There must be enough space in the cabinet, The pull out hose cannot be bent 
it needs to be kept smooth)

Connect the black pull out flexible hose (STER0240) to the hose (STER0242). (Figure 5)
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